[image: image1.jpg]BUILDING PRODUCTS








CA Building Products






Tel: 01388 834242






Email: Help@cagroup.ltd.uk

EXPLANITORY NOTES
CA Building Products Structural Deck
If you wish to Specify a Structural Deck in lieu of the standard CA Liner, delete the relevant clause 241from the Roof System Specification and insert the Clause below.

If you wish to Specify a Structural Deck as a stand alone product insert the Clauses below in their entirety.

Please read the following brief before proceeding:

Twin-Therm® and River-Therm® have been tested as an assembly. It is for this reason that once fixed in accordance with CA Building Products installation guide, the system will perform to the specified thermal criteria.

Twin-Therm® and River-Therm® have been tested to Health and Safety Executive Materials Standard ACR[M]001:2005 and is a Class B Non-Fragile assembly.

Please note -  Any changes made to components relating to clause 241a will deem the assembly ‘untested’ in relation to Materials Standard ACR[M]001:2005 and thus the assembly must be treated as fragile. Please consult CA Building Products.

There are some initial changes you may wish to make which will not effect thermal performance or Non-Fragility, but which may have a bearing on aesthetics, guarantees or supporting structure. Please amend accordingly.
Where choices are offered, the options are shown in red text.

Clause 241A: (Liner System)

Nominal Thickness Gauge: choose an option from the list of available deck profiles and the required gauge.

Load span tables are available for the CA Building Products Deck Profiles, showing single, double and multiple spans with calculated loads to XP ENV 1993-1-3: EUROCODE 3
Where installing the system to hot rolled steelwork, consult CA Building Products technical literature for fastener details.


H31
METAL PROFILED/FLAT SHEET CLADDING/COVERING 

241A 
Steel Lining: CA Building Products Liner Assembly
Manufacturer: CA Building Products, Evenwood Industrial Estate, Copeland Road, Evenwood, Co Durham, DL14 9SF. Tel: 01388 834242 Fax: 01388 830964


Reference: 
CA 42 1000 D

CA 57 910 D

CA 106 750D

CA 84 1120D

CA 138 924D

CA 155 840D
CA 158 750D

Material: Galvanised steel, grade Fe E220G Z275 to BS EN 10147 for use as an internal wall or roof lining in insulated constructions.

Gauge: 0.75mm / 0.88mm / 1.00mm / 1.13 / 1.25mm / 1.5mm 
Finishes: Pasteline Lining Enamel Smooth, 22 microns (nominal thickness).
Colour: Bright white (ref S5020)

Performance in Relation to Fire: The internal surface of the lining sheets has been assessed as a Class 0 spread of flame surface as defined by the various national Building Regulations.

Primary liner panel fasteners: Tru-seal SSC28S19 self-drilling washered fasteners. Refer to CA Building Products technical literature.
Number of fasteners per sheet width: Fixed every corrugation. Consult with CA Building Products technical literature for further details. 

End laps:  60 mm


Liner panel end lap - sealing: End laps sealed with one run of Therma-strip 18 x 4v section butyl sealant. 
Eaves corrugations sealed with 50mm PEL fillers, bedded on T-butyl gun grade sealant, top bottom and sides.
Liner panel side lap - sealing: Side laps sealed with Therma-foil Plus butyl self-adhesive tape.
261A Vapour Control Layer:

When the Twin-Therm® system is fully installed in accordance with CA Building Products installation guide, a separate vapour control is not required (except in Grade 5 { BS 5250:2002} humidity buildings). 

300A 
Profile Fillers Generally:

Therma-fill Blocks as part of the Twin-Therm® System

Manufacturer: CA Building Products, Evenwood Industrial Estate, Copeland Road, Evenwood, Co Durham, DL14 9SF. Tel: 01388 834242 Fax: 01388 830964

Reference: 

Choose a Therma-fill Blocks which matches the Deck profile nominated in Clause 241A.
Material:  as below

Roof application: Ventilated polyethylene filler blocks, suitable for partially closing ridge and eaves of external profiles. Unventilated polyethylene fillers bedded on T-butyl gun grade sealant should be installed at the eaves of the liner panel to seal the corrugations.

Thickness: Base width 30mm

Fixing: CA Building Products T-butyl gun grade sealant

410A Fixing Sheets Generally: 

Cut sheets to give clean, true lines with no distortion.  Remove burrs and any lubricant. Refer to CA Building Products for appropriate cutting tools. 

Cut openings in sheets for outlets, vent pipes, flues etc. to the minimum size necessary. 

Holes for primary fastenings to be 1.5 mm larger than diameter of fastening, unless self-drilling type with pilot point is used. Remove all drilling swarf, dust and any other foreign matter, before finally fixing sheets into position. 

Protect sheets adequately during fixing and up to practical completion, against damage, corrosion and disfigurement.  

Rectify any defects as quickly as practicable to minimise damage and nuisance. Check fastenings upon completion and adjust as necessary to ensure they are watertight and sheeting is secure but not buckled or distorted. 

510A Accessories Generally: 

Capping, closure pieces, flashings, trims, sills, gutters, fillers, spacers, tapes, sealants, fixings etc.  where not specified, to be types recommended by CA Building Products.

530A Flashings and Trims: 

To be lapped at joints as follows, unless specified otherwise: Vertical and sloping flashings/trims: end laps to be 150 mm and sealed. Where possible, fix flashings/trims securely to sheeting with colour matched rivets or stitcher fasteners to manufacturer’s recommendations. Ensure that only Corus Colorcoat HPS200 from the Scintilla range is used to manufacture all coloured flashings. The flashings to be manufactured from the same batch of steel used to manufacture the external sheet profile, ensuring the weathering of the sheets is uniform.

554A Water Vapour Sealing at End Laps and penetrations in metal linings:

Sealant Tape to End Laps: End laps sealed with one run of Therma-strip 18 x 4v section butyl sealant. 

Manufacturer: CA Building Products, Evenwood Industrial Estate, Copeland Road, Evenwood, Co Durham, DL14 9SF. Tel: 01388 834242 Fax: 01388 830964
Position Therma-strip 18 x 4v in straight unbroken lines below fixing positions, parallel to and slightly back from edge of sheet. Place into corrugations or troughs. Do not allow to stretch or sag into position.

Ensure continuity and effectiveness of seal, especially at corners of sheets and at all penetrations of pipes, ducts, rooflights, etc. Do not over-compress.
555A Water Vapour Sealing at Side Laps and penetrations in metal linings:

Sealant Tape to Side Laps: Side laps sealed with Therma-foil Plus butyl self-adhesive tape.
Manufacturer: CA Building Products, Copeland Road, Evenwood Industrial Estate, Evenwood, Co Durham, DL14 9SF. Tel: 01388 834242 Fax: 01388 830964
Position tape centrally and parallel to the edge of over-sheet in straight unbroken lines

Joint in tape to have a minimum overlap of 50mm

Ensure continuity and effectiveness of seal, especially at corners of sheets and at all penetrations, pipe ducts, rooflights etc.
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